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Rugged mobile computing in the Field
With Notebooks, Tablets and PDAs
for harsh environments

The ultra-rugged Algiz XRW has a compact design and weighs only
1.6 kg. It is IP65 rated and can withstand sand, dust, water,
vibration, drops and extreme temperatures. The Algiz XRW
integrates GPS functionality, Bluetooth, WLAN and an optional 3G
modem that can provide high-speed GSM/UMTS/EVDO data
transmission. It is also Gobi™ 3000 ready- for connecting to any
wireless frequency. Algiz XRW has a 10.1-inch touchscreen with
MaxView™ technology. It comes with a powerful Intel Atom
processor, a 128 GB solid state disk and 4 GB of DDR2 RAM. A 58
Wh battery lets you work for 8 hours on a single charge.

The Algiz 7 & Algiz 10X are tough enough for the outdoors,
but deliver office-computer versatility. They have highly
efficient Atom processors with 128 GB SSD and 4 GB of RAM
run Windows 7 Ultimate and have widescreen touch displays
with MaxView™ technology for spectacular brightness.

They feature integrated WLAN, Bluetooth and GPS, built-in 3G antennas and is Gobi™ 3000 ready — which
means you'll be able to work on your choice of wireless frequency anywhere in the world. The Algiz 10X is
also Windows 8 compatible.

The powerful Nautiz X7® delivers an unprecedented performance package. It offers
an 806 MHz XScale processor, and includes a G-sensor/accelerometer, GPS, compass
and altimeter, and even a 3-megapixel camera. It features integrated 3G cellular
capability, along with Bluetooth and WLAN functionality.

The Nautiz X7 carries an IP67 rating, which means it is dustproof and waterproof, and
it has a sunlight-readable VGA touchscreen and a 5600 mAh Lithium-ion battery that
lets you work all day.

Handheld have recently launched the Nautiz X1 smartphone and as you would
expect - it's extremely rugged and IP67 ingress rated; making it submersible.
There's a choice of operating system - Android 4.0 or Windows embedded 6.5,
making it extremely versatile too. There's 4GB of on board memory and a
microSD slot for memory expansion, should it be required. The 4-inch screen is
scratch resistant and sunlight readable.

The 5 megapixel camera has an LED flash and to further set it apart from typical
smartphones, it includes a GPS, compass and G-sensor/accelerometer.
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Algiz XRW Algiz 10X Algiz 7 Nautiz X7
Size (mm) 260x 178 x 40 275x171x 32 242 X 144 x 40 179 x 97 x 37
Weight (inc bat) | 1.6 kg 1.3 kg 1.1 kg 0.49 kg

Environment

IP65-20 to +55 °C

IP65 -20 to +60 °C

IP65 -23 to +60 °C

IP67 -30 to +60 °C

Processor Intel® ATOM™ N2600 Intel Ultra Low Power Intel Ultra Low Power Marvell PXA310
1.6 GHz Atom N2600 1.6 GHz Atom N2600 1.6 GHz 806 MHz

Memory 4GB DDR2 RAM 4 GB DDR2 RAM 4 GB DDR2 RAM 128 MB SDRAM

Data Storage 128 GB SSD 128 GB SSD 128 GB SSD 4 GB iNAND Flash

Operating Microsoft Windows 7 Microsoft Windows 7 Microsoft Windows 7 MS Windows®

System Ultimate Ultimate (Win 8 ready) Ultimate Mobile

Screen 10.1" touchscreen 10.1" widescreen 7" widescreen 1024x600 | 480x640 pixel anti-
1366x768 resolution 1366x768 resolution LCD resolution TFT LCD, glare 3.5" VGA,
LED high brightness, Sunlight readable Sunlight readable sunlight readable
MaxView™ Technology | touchscreen display touchscreen display with LED backlight

Keyboard / Illuminated Keyboard 10 function keys 10 function keys Numeric keypad

Keypad with touch pad. English | On-screen QWERTY soft On-screen QWERTY soft with backlighting,
French, German, Italian, | keyboard keyboard on-screen QWERTY
Nordic & Spanish keyboard

Battery Hot-swappable Dual Li- Hot-swappable Dual Li-

1 x Battery, 5200mAh,
57.7 Wh, 8 hours

Polymer Battery Pack,

hours operation.

2x 2600 mAh (38.5wh), 6

Polymer Battery Pack,
2x 2600 mAh (38.5Wh), 6
hours operation.

5600 mAh Li-ion
battery pack

Connections

2 xUSB 2.0 port
1 x 9-pin serial RS-232
1 X RJ45 for Ethernet
10/100/1000 LAN

1 x DC power input

1 xSD Slot
1xVGA
Docking Connector
Headset Jack

2 xUSB 2.0 port

1 x 9-pin serial RS-232
1x10/100/1000 LAN
1 x DC power port
Docking Connector
Audio Out

1 x Microphone
Audio Integrated
1xVGA

2 xUSB 2.0 port

1 x 9-pin serial RS-232
1x 10/100/1000 LAN
1 x DC power port
Docking Connector
Audio Out

1 x Microphone
Audio Integrated

USB host and client
(Mini AB USB OTG,

1.2 host, 2.0 client)
Power jack

1 x SDIO slot

9-pin serial RS-232

Communication

Dual Speaker/Mic
Bluetooth v.2.0 + EDR

WLAN 802.11 b/g/n
Bluetooth v.2.0 + EDR

WWAN (Optional) Gobi™

WLAN 802.11 b/g/n
Bluetooth v.2.0 + EDR
WWAN (Optional) Gobi™

Bluetooth 2.0 +EDR
WLAN: Integrated

Cellular (WWAN): 3000 ready, HSDPA+ 3000 ready, HSDPA+ 850 | 802.11 b/g
HSDPA/3G, Gobi 3000 850/900/1900/ 2100 MHz. | /900/1900/2100 MHz GSM/UMTS
ready Quad-band EDGE Quad-band EDGE/ (HSDPA/EDGE)
WLAN 802.11b/g/n, /GPRS/GSM - 850/900/ GPRS/GSM -850/900/ Integrated speaker
WiMax option 1800/1900 MHz 1800/1900 MHz & microphone with
Dual-band EV-DO/ CDMA | < Dual-band EV-DO/ noise cancellation
—-800/1900 MHz CDMA -800/1900 MHz
Navigation GPS SiRF Star Ill
u-blox GPS, u-blox GPS, WAAS/EGNOS | u-blox GPS, with WAAS /EGNOS
WAAS/EGNOS capable | capable WAAS/EGNOS capable support
E-compass G-
Sensor & Altimeter
Camera 2 Megapixel camera 5 Megapixel Camera + LED | 5 Megapixel Camera + 3 megapixel camera
with auto focus light LED light autofocus & LED
Options Kensington lock, 12V vehicle charger ¢ 12V vehicle charger *
vehicle cradle, USB Vehicle cradle with: Vehicle cradle with:
office dock, 1x DC PWR 1xDCPWR * RFID

carrying equipment,
vehicle charger, screen
protectors

2xUSB & 2 xRS232
1 x 10/100LAN
VESA holes

2xUSB & 2 xRS232
1 x 10/100LAN
VESA holes

« Barcode scanner

Nautiz X1 smartphone: 125 x 65 x 15mm. 180g.

Summary for information only, Please ask for full specifications.




